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Item
OK/Not OK
Comments
Foundation:
Look for any tilting of the foundation.
w
Look for excessive cracking, spalling, or crushing beneath the base plate.
w
Anchor Bolts & Nuts:
Look for any signs of bending or excessive corrosion of bolts.
w
Make sure nuts (top and bottom) are tight and tack welded to washer, and washer to base plate.
w
Base Plate:
Make sure the base plate bears union the leveling nuts.
w
Look for any apparent failure of the shaft connection weld and any excessive rusting or corrosion in the weld area.
w
Make sure there is no grout beneath the base plate.
w
Pole:
Check for any obvious structural damage or failures.
w
Compartment Door:
Make sure door is kept tightly closed and secured between operations and inspections.
w
Look for any missing screws or bolts used to secure the door.
w
Power Drive Assembly (Hydraulic Model):
Check the hydraulic fluid level and hydraulic fittings for leaks.
w
Remove and filter the hydraulic fluid or replace with new fluid.
w
Power Drive Assembly (Electric Drill Model):
Before each use, check and set torque limiter coupling at 47.45 N·m (35 foot-pounds).
w
Grease the pillow block.
w
Check electrical connections.
w
Winch Assembly:
Check for hydraulic leaks on early models.
w
Grease the fittings at drum shaft supports.
w
Check oil level in gear case (use gear oil, Type EP 140).
w
Make sure winch brake is properly adjusted.
w
Check connections between winch cable and hoist cable.
w
Lanyard:
Check that safety lanyard is attached and in good condition.
w
Cable:
With ring in lowered position, check hoisting cable and electrical cable for wear.
w
Check mechanical connections at both ends of each cable.  (Use binoculars to check the condition of the cables.)
w
Fixture Mounting Ring:
With ring in lowered position, check for inoperative lamps and ballast.
w
Check electrical connections.
w
Check and clean reflectors and glassware of all luminaires.
w
Check fixture mountings for tightness.
w
Check cable and cable grip for damage.
w
Check aiming and angle of light fixtures.
w
Energize circuit and check obstruction lights 
(if present).
w
Lamps:
w
Relamp as necessary
Electrical Wiring Connections:
Electrical Disconnect
w
Cable Connectors
w
Junction Boxes
w
Other:
w
Other:
w
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